You’ve earned a Lawn-Boy’ Insight

®

Now, let your dealer help you choose which one’s right for you.

MODEL

Drive System
Starting

Engine
Transmission

Easy Fold Handle
Deck

Height of Cut

Easy Lift Bag

Front Wheels

Soft Comfort Grips

Weight

10780

Var. Speed
RWD 0-3 mph

Recoil

Tecumseh®
LV 195

Maintenance Free
Easy Stow Knobs
21" Cast Aluminum
1"-4%"

Standard

8" Wheels

77 lbs

10785

Sens-a-Speed®
0-5 mph

Recoil

Tecumseh®
LV 195

Maintenance Free
» Quick Stow Lever
21" Cast Aluminum
1"-4%"
Standard
8" Wheels
» Standard

78 Ibs

L. AWNBOY,,

10795

Sens-a-Speed®
0-5 mph

Recoil

» Honda® GCV 160

Maintenance Free

Quick Stow Lever

21" Cast Aluminum

10796

Sens-a-Speed®

0-5 mph
P Electric Start

Honda® GCV 160

Maintenance Free

Quick Stow Lever

21" Cast Aluminum

10797

Sens-a-Speed®
0-5 mph

> Blade Control
System

Honda® GCV 160
Maintenance Free
Quick Stow Lever

21" Cast Aluminum

17— 4%" 1= 4%" 1"-4%"
Standard Standard Standard
8" Wheels 8" Wheels 8" Wheels
Standard Standard Standard
79 lbs 84 lbs 89 Ibs
» Indicates Step up Feature
www.lawn-boy.com

MODEL

Drive System
Starting

Engine
SimpleSet Handle
(Adj Height/Padded Grip)
Deck

Easy Fold Handle

Easy Turn Wheels

Cutting Height

Rear Bag/Mulch
/Side Discharge

Weight

MODEL

Drive System
Starting

Engine
SimpleSet Handle
(Adj Height/Padded Grip)
Deck

Easy Fold Handle

Easy Turn Wheels

Cutting Height

Rear Bag/Mulch
/Side Discharge

Weight

10694 10695
Sens-a-Speed®

Push > 0-5 mph

Recoil Recoil

Honda® GCV 160 Honda® GCV 160

Standard Standard

Steel Steel

Quick Stow Lever Quick Stow Lever

Standard Standard

1 gqm 1 qm

3-n-1 3-n-1

69 lbs 81 Ibs
10682 10683 10684
Var. Speed Var. Speed

»RWD 0-3 mph  Push > RWD 0-3 mph
Recoil Recoil Recoil
Tecumseh® Tecumseh® Tecumseh®
LV 195 LV 195 LV 195
- » Standard Standard
Steel Steel Steel
Easy Stow Easy Stow Easy Stow
Knobs Knobs Knobs
Standard Standard Standard
17 g4m 17 47 17 gqm
3-n-1 3-n-1 3-n-1
78 lbs 69 lbs 81 Ibs

10696

Sens-a-Speed®
0-5 mph

» Electric Start
Honda® GCV 160
Standard
Steel
Quick Stow Lever
Standard

17_ 4"

10685
>Sens-a-Speed®

10686

Sens-a-Speed®

10697

Sens-a-Speed®
0-5 mph

» Blade Control System
Honda® GCV 160
Standard
Steel
Quick Stow Lever
Standard

17_ 4"

10687

Sens-a-Speed®

0-5 mph 0-5 mph 0-5 mph
Recoil > Electric Start > g/age “O"tr®!
Tecumseh® Tecumseh® Tecumseh®
LV 195 LV 195 LV 195
Standard Standard Standard
Steel Steel Steel

> Quick Stow Quick Stow Quick Stow
Lever Lever Lever
Standard Standard Standard
1747 174" 17 4"
3-n-1 3-n-1 3-n-1
81 Ibs 86 Ibs 87 lbs

Lawn-Boy 4-Cycle Engine Oil

Specially formulated to provide optimum performance for today’s

high temperature engines. Give yourself peace of mind knowing

you're using the best for your mower.

ee 000000000000

See your dealer for complete
warranty details.

Products depicted are for
demonstration purposes only.
Actual products offered for sale
may vary in design, required
attachments, and safety features.

Specifications and design subject
to change without notice.



